SYSTEM CHECK-OUT AND
TROUBLE-SHOQOTING GUIDE

IMPORTANT!

This brochure contains important
information regarding the use and
maintenance of your equipment. o get
the most from your ARDAM™ Family
Computer System,

READ ME!

Includes System

Check-Out, Operating

Hints, Trouble Shooting

and Other Helpful Information



OPERATING TIPS

Line Voltage: ADAM™ operates on 108-132\A—normal household voltage and should
not be used on the same electrical line with appliances containing electric motors
such as vacuum cleaners, refrigerators, etc. (felevisions or monitors are fine).

Your ADAM™ may not opercate properly if either:

a) the line voltage in your area falls outside the 108-132V range, (storms or brown:-
outs), or:

o.) you are in an area susceptible to line transients.

Neither of these should generally be problems, but if you encounter intermittent diffi-
culities with your ADAM,™ an electrician can test for these conditions. If either exists, a
line condifioner/transient suppressor, available in most computer retail stores or
through our foll-free ADAM™ number (see page 2), can be used. Coleco recom-
mends the use of a line conditioner/iransient suppressor,

Digital Data Packs: ADAM's™ digital data packs use a magnetic medium and can
be damaged by magnetic fields.

a) Do not place your digital data pack on your TV set, ADAM ™ printer or any
appliance.

b) Do notleave the digital data pack in the drive when turning the ADAM™ unit on
or off.

c.) Never open drive door when tape is in motion.
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ADAM " SET-UP PROCEDURE
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(Fig. 1)

EXPANSION MODULE #3
SET-UP PROCEDURE
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Fig. 2)




CHECK OUT YOUR SYSTEM

Now that you've hooked up your computer, following the step by step instructions on
Page 13 of the Set Up Manual (for the complete ADAM™ systern—see Fig. 1) or on
Page 21 (for Expansion Module #3—see Fig. 2), you can check out the system by
performing the following tests. Use these tests any fime you have problems to see
which component is causing the problem and how fo correct it.

f you have completed the check out procedures, fried all of the suggested remedies
for problems, and still need help, call COLECO's foll-free service hotline for instructions
on how fo proceed: 1-800-842-1225 naticnwide or 1-800-364-2122 in Canada.
Irained operators will answer your questions from 8:00 a.m.-10:00 p.m. Eastern Stan-
dard lime in the USA, and from 2:.00 am.-4:30 p.m. in Canada,

CAUTION: e Do not connect or disconnect any components, cables or the

daisy wheel while the computer is furned on, except as noted in
these manuals.

® Do not turn the computer on or off when a data pack is in the
drive.

® Do not fry to use modular telephone cord in place of the key-
board cord.

Step 1

Make sure there is no data pack in the data pack drive. Make sure there is no car-

tridge in the cartridge slot. Turn the system on by sliding the OFF/ON switch on the
back of the printer to ON.

The red light af the bottom right of the keyboard should come on. (NOTE: Should this
light fail, the computer will otherwise contfinue to operate normally when the power is

on.) You should hear a hum from the printer. The print mechanism should move to the
left and click.

If the computer does not come on, check these things:

The OFF/ON switch on the back of the printer should be in the ON position.
The power cord should be plugged into a power outlet, (108-132 volts),

The outlet should have current. Try another electric appliance in the outlet to
check.

The computer reset switch (Fig. 3) should slide freely. Check to make sure it is
not stuck in the reset (frontmost) position.

For ADAM™ owners, the cartridge reset switch should slide freely and

not be stuck in the reset (frontmost) position. For Expansion Module #3
owners, the ColecoVision® power supply should not be plugged in, and the
ColecoVision® ON/OFF switch should be off,

The “computer” cable from the back of the printer should be connected to
the left side of the Memory Console.

The colled keyboard cable should connect the keyboard fo the front of the
Memory Console,

Roll the paper advance knob (Fig. /) back and forth a few times to be sure
that the printer's mechanism Is Not jammed.

WHEN YOU TURN ON THE POWER THE PRINT MECHANISM SHOULD MOWVE TO THE
LEFT, SPIN THE DAISYWHEEL, MOVE ABOUT ONE INCH TO THE RIGHT AND STORP. IF
[T FIRST MOVES TO THE RIGHT, OR IF THE PRINT MECHANISIM MONVES TO THE LEFT
AND STICKS AND/OR VIBRAITES, TURN OFF THE POWER AND REFER TO "CHECK-
ING THE PRINTER” ON PAGE 9

%

(Normal Position)

(Reset Position)

(Fig. 3) Computer Reset swifch

Step 2

Once the computer is on, and the red light on the keyboard is lit, furn on the TV. The
screen should look like this:

[ o] '
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ADAMS
ELECTROMIC TYPEMWRITER

If you do not see this picture, check the following:




e The TV should be plugged info a working power outflet.
e The switch on the antenna switch box should be on either "Game” or

"Computer”

® The channel switch on the back of the Memory Console or ColecoVision®

should be set fo the same channel as the TV, For the best picture, the TV
should be on Channel 3 or 4, whichever does not receive a TV station in your
areaq,

® A cable should run from the top of the switch box 1o the connector marked

“TV" on the back of the Memory Console. If you have Expansion Module #3,
the cable should run from the fop of the switch box fo the ColecoVision®
console,

® Re-check the insfructions on how 1o install the switch box on Pages 14

through 1/ of the set-Up Manudl. Make sure that you are using the proper
instaliation for your antenna wire.

® [f present, turn power off and disconnect Expansion Mﬂdule #1.

If the picture is not clear:

Use the fine tuning control on your TV fo tune in the station more clearly.

Rearrange the cable that connects the computer to the TV, Try several rear-
rangements of the wire fo get the best picture.

Make an approximately 6" diameter coil with at least 3 turns from the same
cable. Hold the coil together using a twist-tie. (See Figure 4.

Move the computer away from the TV.

Plug the computer and the TV into different outlets, so there is no
inferference.

Use a shorter length of cable to connect the computer to the TV. The cable
can be obtained at any audic store or electronic specialty store, Purchase a
“shielded 75-ohm impedance coaxial cable with phono plugs on each
end.’ Purchase the shortest length that will connect the computer fo your TV

Twist-Tie

J ToTV do

-« To Computer

0

«+—— &' Diameter ——»

At Least 3 Turns
(Fig. 4)
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if there is no color or poor color on your color TV screen:

e Slide the lever on the switch box to "TV" and select a strong, local TV station.
Then, make sure the TV is properly funed, and adjust the fint/brightness/color
controls. When done with adjustments, return TV to channel 3 or 4 and swifch
box to "game” or "computer.”

If the display is not perfectly centered or is oo large on the screen:

e Try adjusting the vertical and horizontal hold confrols on your TV.
® [ry another IV,

e This may be an overscan problem with your TV. A professional TV repairman
may be able to adjust it if the problem is severe.

CHECKING THE KEYBOARD

In Electronic Typewriter Mode:

Before Inserting a sheet of paper:

It is easiest o insert paper info the printer if the print mechanism is not in the exireme
left hand position. If it is in the extreme left hand position, slide the print mechanism
right a few inches. DONT FORCE [T. If you feel resistance when you push, wait 30 sec-
onds for the computer 1o release the mechanism, then slide .

Insert a single sheet of paper into the printer (Page 33/5et Up Manudl). If the paper
catches on the clear plastic guard, gently lift the left comer of the plastic and guide
the paper under it. Then, make sure that the prinfer contains a daisy wheel and a rib-
bon. (See pages 52-55 Set-Up Manudal for proper installation of the ribbon and daisy
wheel) Make sure that the ribbon lays between the clear plastic guard and the daisy
wheel, Turn the white ribbon advance wheel clockwise to take up the slack in the
ribbon, if necessary. The ribbon should not be tfangled in the daisy wheel,

While in electronic typewriter mode check the keyboard by typing the following sen-
tence. (Don't be concemed if you make misfakes.)

The quick brown fox jumped over the lazy dogs.

As you are typing, the letters should appear on the screen and be printed on the
printer. You should hear a key tone just affer you press each key.



if nothing happens when you try to type:

® Check the POWER ON light on lower right of keyboard, If not Iit, review Set-Up
Manual procedures.

® |nsure that the cable from the back of the keyboard to the front of the mem-
ory console is correctty aftached. Nofe: telephone cable will not work in your
computer.

® Pull the computer reset switch.

If you get all capital letters:

® Press the LOCK key once.

Iif you don't hear the key tones or they are too loud:

® Adjust the volume on your TV.
® Fine funing of the TV may be necessary.

Some Command Keys and Smart Keys, the arrow keys and the Control Key do not
operate in the electronic typewriter. The Wild Card key is reserved for future use.

CHECKING THE GAME CONTROLLER

Press the ESCAPE/WP key to go from electronic typewriter mode to word processing
mode. Now press the number keys 1 through @ on the game confroller. You will hear a
Key fone as you press each number, and the number appears on the screen. When
you press ¥ on the game controller, a period appears on the screen. When you
press # on the game controller, a return symbol («) appears on the screen. Move
the contral stick in any direction. The cursor moves in that direction. Press either of the
side buttons. The cursor moves to the first character of the first line.

If the characters do not appear and the curser does not move:

® Make sure that the cord for the game controller is plugged info the Col-
ecoVision® Console or the port on the right side of the Memory Console.

If you don't hear the key fones:

® [um up the volume on your TV,
® Press Smart Key Il (Screen Options), then press Smart Key V (Full Sound).

Additional Notes

The game confroller has no immediate functions with SmartBASIC.™ However, you
can program the game confrollers using the PDL function. Refer to "Programming
with ADAM, ™ ” the SmartBASIC™ Manual for further information.

Each super game or software package will use the game controller somewhat dif-
ferently, Refer to the insfruction guide supplied with each for specific information.

During game play, if the keypad or control stick does not respond:

e Make sure that Player 1 is using the confroller plugged into the port marked
™" and Player 2 is using the coniroller plugged info controller port "2

-

CHECKING THE DATA PACK DRIVES
AND DATA PACKS

Insert a blank data pack in the drive. Open the drive door by pushing back the
release bar on the top of the door. Insert the data pack with the label facing
frontwards and the bottom (where the tape is exposed) fitted inward. Close the door
by pushing on both sides of the fop frame of the door, Do not force the door closed:
however, it is normal fo exert a noticeable amount of pressure. If the data pack is not
inserted properly, remove it and fry again. Data Packs should always be inserted with
the exposed tape facing downwards and with the side of the pack showing open
(locating) holes in each of the upper cormers facing the rear.

Locating Holes
(on rear of data pack]

As with all magnetic storage devices, ADAM™ may occasionally misread a digital
data pack. If ADAM™ does not read your digital data pack, open the drive door
when the tape is not spinning, remove and carefully re-insert your digital data pack,
and attempt to read again. If after several fries you sfill can’t read, then iry the follow-

ing:

e [f all of the tape has wound onto the right spool (looking at label side), it must
e partially rewound manually, Manually turn the empty wheel a few dozen
fums.

e [f the fape inside the aata pack appears o be wound irregularly, slap the
label side of the pack against a hard flat surface and repeat action on
opposite side. Repeat procedure until tape appears to be wound evenly.

® Remove the digital data pack and make sure that the rubber roller (Fig. 5)
turns freely. In order o fest the roller, using a clean eraser at the end of a pen-
cil, CAREFULLY and GENILY spin this roller and be cerain it is turning freely. USE
EXTREME CARE AND AVOID TOUCHING THE TAPE HEAD.

e Carefully clean the tape head by rubbing it with a foam fipped swab
dipped in isopropyl alcohol. (Available in the ADAM ™ accessory kit or at
audio specialty stores).

e Shut ADAM™ off and waif 10 minutes.




Using Data Packs in Word Processing

Press the GET Command Key, then press Smart Key VI (GET) and Smart Key il (Drive A).
You should see the file directory appear. If there are no files on the data pack, the file
directory will not show any file names.

If the file directory does not appear and you get a message "Cannoct Access
This File™

e Checkif you have a Super Game Pack im the drive by mistake, You can't look
at the files in a Super Game Pack.

e Make sure you have the digital data pack inserted properly, label facing you
and the tape on the bottom. The door must be closed.

It is commmon practice fo save important files twice—on separate digital data packs!
We strongly recommend this practice so that you will never lose valuable files.

Removal and Replacement of Digital Data Drive

f you have trouble using all of the data packs, you may have a problem with your
drive. If only one data pack does not load, the data pack itself may have a problem.

should it be necessary o remove a digital data drive, use the following procedures.
These procedures should be performed carefully to avoid damaging your unit. If in
doubt, consult our 800 number or a competent repair technician. NOTE: Before you
begin this procedure, remove any digital data pack that may e in the drive, and
unplug the power cord.

Removing Digital Data Drive
1. Remove the Memory Console Cover by inserfing a gquarter or similar size coin into
the recess on the right side of the cover. Twist coin fo pry up cover (see Fig. 6A)

2. Remove the two cable connector plugs labeled 1A and 1B located on the Mem-
ory Console to the right of the expansion connectors, by soothly pulling
straightup on the large cable. (see Fig. 6B)

3. Remove three screws labeled A, B, and C (GROUND), and two washers securing
the drive to the Memory Console using a Phillips Head screwdriver. (see Fig. 6B)

4. Grasping the drive by the fop, gently slide the drive forward and lift it out of the
Memory Console,

Replacing Digital Data Drive
1. Insert the guide tabs, located on the bottorn of the drive, into the slots on the Pot-
tormn of the Memory Console.

2. Slide the drive info position so that the metal tab which extends from the back point
labeled C (GROUND) on the Memory Console aligns over the hole.

3. Insert one screw into hole labeled C (GROUND) on the Console.
4, Insert two washers and screws into holes on Colsole labeled A and B.
5. Tighten all 3 screws. DO NOT OVER TIGHTEN.

6. Insert the nine-pin cable connector of the drive into the connector on the Console
labeled 1A.
7. Insert the eight-pin cable connector of the drive info the connector on the Con-

sole labeled 1B. Be especially careful to align holes and pins property. Your drive will
not operate if the connector is misaligned.

8. With the ADAM™ logo label facing toward the front, J } 9-pins

insert tabs on left-hand side of cover into notches on

the Memory Conscle and snap cover into place. S .
; } 8-pins
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(Fig. 6A) Memory Console Cover (Fig. 6B) Data Pack Drive Removal

CHECKING THE PRINTER

General caution if printer adjustment is necessary: for your safety, insure that
oower is removed from the printer prior to atfempting any adjusiment. In Mak-
ing these adjustments, use of moderate force is sometimes required. These pro-
cedures should be performed carefully to avoid damaging your unit. If in
doubt consult our 800 number or a competent repair technician.

Begin by turning the power OFF. Manually slide the print mechanism (see Fig. 8) fo the
far right side. Now turn on the power and observe that the following sequence fakes

place:

1. Print mechanism should move all the way to the left eage.
2. The daisy wheel should spin briefly

3. The platen should advance one line,

4. The print mechanism should move right approximately one inch.
While in the word processing mode, type the following senfence:

This is a test of the word processor.

Press the Command Key labeled PRINT, then Smart Key IV (PRINT SCREEN]) then smart
Key V (PRINT). The printer should print everything on the screen. Q



























