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THE ARCADE QUALITY
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For Ages 8 to Adult
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THE ARCADE QUALITY VIDEO GAME SYSTEM

CONSOLE UNIT

ANTENNA
SWITCH BOX
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THIS PRODUCT SHOULD ONLY BE ASSEMBLED BY AN ADULT. \

ColecoVision™ |S FOR COLOR TV VIEWING ONLY

FEDERAL COMMUNICATIONS COMMISSION REQUIRES
THE FOLLOWING:

Do not simultaneously hook up more than one TV set to a ColecoVision™ video
game. Do not use any more flat twin-lead from switch box to TV set than is
supplied with the switch box. Do not connect ColecoVision™ cable directly to any
1V antenna or cable TV outlet. Avoid attaching loose wires to your TV antenna
terminals when using ColecoVision™. Doing any of the above may cause interfer-
ence to nearby TV sets and is against Federal Communication Commission
regulations.

CONNECTING THE ANTENNA SWITCH BOX

An antenna switch box is provided as a convenience to allow you to select, by the
flick of a switch, either the ColecoVision™ games or regular TV viewing. Once
installed it need not be removed

FOR FLAT “TWIN LEAD” ANTENNA WIRE USE
Connect the ANTENNA SWITCH BOX as follows

1 Disconnect the flat twin-lead VHF antenna leads from your TV set. Connect
— the flat twin-lead from the switch box to terminals on the back of the TV set
marked ""VHF'".

Connect the flat twin-lead (300 OHM) TV antenna leads which you have just
disconnected from the outdoor antenna, cable TV or rabbit ears to the
switch box marked "“"Antenna’’. See FLAT “TWIN LEAD" illustration below.
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FOR ROUND “COAX"” ANTENNA OR CABLE TV USE

NOTE: If you have cable TV or your TV has a round coax cable connector only; a
75 OHM to 300 OHM Balun'™ matching transformer may be required. This is
readily available at a television service department to permit proper connection to
the switch box. Connect this balun to the switch box. See ROUND “COAX"
illustration below.
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